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be carried in tanks forward of a colli-
sion bulkhead, if such tanks were des-
ignated, installed, or constructed for 
fuel oil carriage before July 1, 1974. 

[CGD 75–124a, 48 FR 45715, Oct. 6, 1983, as 
amended by CGD 86–034, 55 FR 36254, Sept. 4, 
1990] 

§ 155.480 Overfill devices. 

(a) For the purposes of this section, 
‘‘oil’’ has the same definition as pro-
vided in § 151.05 of this chapter. 

(b) Each tank vessel with a cargo ca-
pacity of 1,000 or more cubic meters 
(approximately 6,290 barrels), loading 
oil or oil residue as cargo, must have 
one overfill device that is permanently 
installed on each cargo tank and meets 
the requirements of this section. 

(1) On a tankship, each cargo tank 
must be equipped with an overfill de-
vice (including an independent audible 
alarm or visible indicator for that 
tank) that meets the requirements for 
tank overfill alarms under 46 CFR 
39.20–7(b)(2) and (3), and (d)(1) through 
(d)(4). 

(2) On a tank barge, each cargo tank 
must be equipped with an overfill de-
vice that— 

(i) Meets the requirements of 46 CFR 
39.20–7(b)(2) and (b)(3) and (d)(1) 
through (d)(4), and 46 CFR 39.20–9(a)(1) 
through (a)(3); 

(ii) Is an installed automatic shut-
down system that meets the require-
ments of 46 CFR 39.20–9(b); or 

(iii) Is an installed high level indi-
cating device that meets the require-
ments of 46 CFR 39.20–3(b)(1), (b)(2), and 
(b)(3). 

(c) Each cargo tank of a U.S. flag 
tank vessel must have installed on it 
an overfill device meeting the require-
ments of this section at the next sched-
uled cargo tank internal examination 
performed on the vessel under 46 CFR 
31.10–21. 

(d) Each cargo tank of a foreign flag 
tank vessel must have installed on it 
an overfill device— 

(1) At the first survey that includes 
dry docking, as required by the vessel’s 
flag administration, to meet the Inter-
national Convention for the Safety of 
Life at Sea (SOLAS), 1974, as amended, 
or the International Load Line Conven-
tion of 1966; or 

(2) At the first cargo tank internal 
examination performed on the tank 
vessel under 46 CFR 31.10–21. 

(e) This section does not apply to a 
tank vessel that does not meet the dou-
ble hull requirements of § 157.10d of this 
chapter and, under 46 U.S.C. 3703a(c), 
may not operate in the navigable wa-
ters or Exclusive Economic Zone of the 
United States after January 1, 2000. 

(f) This section does not apply to 
tank vessels that carry asphalt, animal 
fat, or vegetable oil as their only 
cargo. 

[CGD 90–071a, 59 FR 53290, Oct. 21, 1994, as 
amended by CGD 90–071a, 62 FR 48773, Sept. 
17, 1997] 

§ 155.490 Tank level or pressure moni-
toring devices. 

(a) Applicability. The tank level or 
pressure monitoring (TLPM) device re-
quirements of this section apply to— 

(1) U.S.-flag single-hull tank vessels 
carrying oil or oil residue as cargo; and 

(2) Foreign-flag single-hull tank ves-
sels carrying oil or oil residue as cargo 
when operating in the navigable waters 
of the United States and the exclusive 
economic zone (EEZ) when bound to or 
from a port or place in the United 
States. 

(b) By October 17, 2007, each vessel re-
quired under paragraph (a) of this sec-
tion to meet the requirements of this 
section, must have a tank level or pres-
sure monitoring device that is perma-
nently installed on each cargo tank 
and meets the requirements of this sec-
tion. 

(c) Each device must meet the fol-
lowing requirements: 

(1) Be intrinsically safe as per 46 CFR 
111.105; 

(2) Indicate any loss of power or fail-
ure of the tank level or pressure moni-
toring device and monitor the condi-
tion of the alarm circuitry and sensor 
by an electronic self-testing feature; 

(3) Alarm at or before the cargo in 
the cargo tank either increases or de-
creases by a level of one percent from 
the cargo quantity in the tank after se-
curing cargo transfer operations; 

(4) Operate in conditions up to sea 
state 5, moisture, and varying weather 
conditions; and 
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